
Food PrepartationSolutions

Your Clear Results Partner™

• All Surface Degreaser

• Food Safe

• Non-Butyl

• Removes grease, rubber marks, food soil
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State Industrial Products
5915 Landerbrook Drive
Mayfield Heights, OH 44124
To Order Call: 1-866-747-2229
www.statechemical.com

Canada
6935 Davand Drive
Mississauga, Ontario L5T 1L5
To Order Call: 1-800-668-6513

Puerto Rico
Royal Industrial Park, Bldg “M”
Local #5, Carr 869, km 1.5 Palmas 
Cataño, P.R. 00962
To Order Call: 787-275-3185

PACKAGING

125546 5 GL Pail 
125548 3 L Bottle/CS4
125367 1 GL Bottle/CS4

Avance Kitchen Kleen is great for heavy soil removal anywhere 
grease and grime appear.  Also, will remove inks, crayon, makeup, 
food spills, rubber marks, algae and mildew stains.  A combination 
of surfactants, conditioners, and pine oil emulsify oily and greasy soil 
and lifts it from the surface.  Being butyl free, this industrial strength 
cleaner can be used on food contact surfaces with a clear water rinse.  
May also be used to clean walls, floors, exhaust fans, hood filters 
and more.

DIRECTIONS FOR USE
For light duty cleaning dilute 2 ounces (1:64) Kitchen Kleen to 
one gallon of cold tap water. Apply to surface. Surfaces must be 
thoroughly rinsed with potable water before re-use.

For medium duty cleaning dilute 4 ounces (1:32) Kitchen Kleen to 
one gallon of cold tap water. Apply to surface, then agitate with 
cloth or brush if necessary. Surfaces must be thoroughly rinsed with 
potable water before re-use.

For heavy cleaning dilute 8 ounces (1:16), or for extra heavy cleaning 
dilute 16 ounces (1:8) Kitchen Kleen to one gallon of cold tap water.  
Apply to surface. Surfaces must be thoroughly rinsed with potable 
water before re-use.  

Pressure sprayer: Dilute 16 ounces of Kitchen Kleen to one gallon 
cold tap water. Spray on soiled area and let the solution penetrate for 
several minutes on heavily soiled areas. Surfaces must be thoroughly 
rinsed with potable water before re-use.

TECHNICAL DATA
Appearance: Dark purple color
pH (Concentrate): >12.5
Stability: Minimum one year
VOC Content: Less than 0.5%


