
Industrial LubricantSolutions

Care for Work Environments®

Dry Chain and Cable Lubricant

• Climbs quickly to penetrate into chains and cables

• Makes metal surface waterproof

• Dries as hard film, does not attract dust



Dry Chain and Cable Lubricant
MAXIMUM PROTECTION
DuraFlex is specially designed to provide maximum protection to 
wire ropes and chains. Will completely penetrate into the strands, 
providing the ultimate in lubrication. Does not build up on chains 
to attract dust or dirt, but provides complete lubrication of rollers, 
pins and bushings. 

EXTENDS LIFE
Continued use of DuraFlex reduces chain whip, vibration 
and noise. By preventing galling, seizing and wear, DuraFlex 
eliminates premature breakdown of wires ropes and chains.

MANY APPLICATIONS 
DuraFlex will lubricate wire cable, door hinges, chains, hoists, 
pulleys, cranes, forklifts, sprockets, gears, blocks and tackle, 
conveyors, construction machinery, industrial parts and locks. 
Used in manufacturing plants, construction and mining industries, 
transportation and municipalities.

PACKAGING

123831  5 GL Drum
121034-12  12 OZ Aerosol/CS12
124815-24  12 OZ Aerosol/CS24
124168  1 QT Bottle/CS12
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State Industrial Products
5915 Landerbrook Drive
Mayfield Heights, OH 44124
To Order Call: 1-866-747-2229
www.stateindustrial.com

Canada
6935 Davand Drive
Mississauga, Ontario L5T 1L5
To Order Call: 1-800-668-6513

Puerto Rico
Royal Industrial Park, Bldg “M”
Local #5, Carr 869, km 1.5 Palmas 
Cataño, P.R. 00962
To Order Call: 787-275-3185

DIRECTIONS FOR USE:
Apply DuraFlex by sprayer or by brush, or use the aerosol. Dries 
to hard film in 20 to 30 minutes.

Use DuraFlex on wire rope, cable and link chain. Can be used on 
cargo hoists, cranes, derricks, draglines and guy wiring. Can be 
used on hemp, jute or wire cord.

TECHNICAL DATA
APPEARANCE: liquid/aerosol
COLOR: opaque, dark brown
MOLY ANTI-WEAR ADDITIVE: present
SALT WATER CORROSION RESISTANCE: excellent
WATER WASHOUT RESISTANCE: excellent
QUICK DRYING AGENT: present
SHELF LIFE MINIMUM: 1 year
FLASH POINT OF LIQUID: 114oF (TTC)


