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Care for Work Environments®

• Cured by UV light 

• All-weather, heat and chemical-resistant product

• Fiberglass reinforced so it can be used on any surface
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State Industrial Products
5915 Landerbrook Drive
Mayfield Heights, OH 44124
To Order Call: 1-866-747-2229
www.stateindustrial.com

Canada
6935 Davand Drive
Mississauga, Ontario L5T 1L5
To Order Call: 1-800-668-6513

Puerto Rico
Royal Industrial Park, Bldg “M”
Local #5, Carr 869, km 1.5 Palmas 
Cataño, P.R. 00962
To Order Call: 787-275-3185

PACKAGING

126220  6” x 9” Patch/EA1                               
126221  6” x 9” Patch/CS6

No mixing or measuring required. Can be drilled, tapped, sanded 
and painted in about an hour. UVP-1000 is resistant against many 
chemicals, solvents and oils. Temperature-resistant from -40°F to 
392°F. Bonds to all surfaces.*

*Will not bond to polypropylene

DIRECTIONS:
1. Remove UVP-1000 from protective foil pouch
2. Cut UVP-1000 into any size or shape needed (return unused 
portion to foil pouch)
3. Remove white backing tape to expose adhesive and apply to repair 
area
4. Remove protective transparent film
5. Press firmly and expose to sunlight or UV-light (if indoors)
6. Drill, sand or paint when cured

APPLICATIONS
Patches/fixes all these materials: 
• PVC  • Concrete • Masonry
• ABS Piping • Drywall  • Flashing
• Fiberglass • Rubber  • Plumbing
• Hoses  • Glass  • Cracked or rotted wood

Industrial Applications:
• Chemical tanks • Conduits • Sanitation systems
• Switch boxes • Boilers  • Transformer boxes
• Leaky pipes • Ducts  • Corroded metal parts
• Truck boxes • Roofs  • Maintenance equipment
• Electrical boxes • Fuel tanks and lines 

TECHNICAL DATA:
MAXIMUM PSI: 500
TENSILE STRENGTH: 55 MPa (7970 psi) per method BS 2782-1994
FIRE RATING: Class A per method ASTM E84
FLASHPOINT: > 32°C ASTM D 93
DIELECTRIC STRENGTH: 9 kV/mm as per IEC 243
INSULATION RESISTANCE: 10 to the power of 13 ohms as per IEC 93
HEAT RESISTANCE:  Wet: 90°C / Dry: 200°C

  CURE TIMES (approximate)

    Outdoors/very sunny     10 minutes

    Outdoors/cloudy      45 – 60 minutes

    Indoors/UV-light      60 minutes

Knock Out™
Aerosol Graffiti and Soil 
Remover

RTV™ 
Silicone Adhensive/Sealant/
Caulk/Gasket Marker

Make-A-Bond™
Double-Sided Adhesive

Liqua Pads
Absorbent Pads for 
Spills

OTHER SPECIALTY SHOP ITEMS


